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AN IS0 9001 : 2008 CERTIFIED GASKET MFG. COMPANY

MANUFACTURER OF QUALITY INDUSTRIAL GASKETS

"Spiral Wound/Low-Stress Gasket, Corrugated, Jacketed - Double Jacketed. Oval-Octagonal Ring
Joint Gasket, Lens Ring, Tapper Ring, CAF/Non-Asbestos/Rubber Cut Gaskets” etc. Also Hylum -
Bakelite Fabricated Insulating Gaskets, Kamprofile, Tanged Graphite, Metal Bonded Rubber Gasket,
Metal/Rubber 'O’ Ring, Metal Reinforced, Plug Gasket, Lipseal, Ceramic/Glass/Fiber Rope & Gaskets,
P.T.FE. Gasket/Envelope/Packing/Sheet.




Meet Our Skilled Team

Mr. Pravin Patel Mr. Bharat Patel

Managing Director | Founder Co-founder Production Manager

Mr. Mayur Patel Mr. Tejas Patel

Accounts manager / Dispatch & Sales head munqger,’ QcC Engineer
Logistics manager




About us

® We have pleased to introduce

v

ourselves as one of the leading "E"'..__':,:-_-_-h-"‘
quality Consious manufacturer of —
—

various types of industrial Gasket like
Jacketed, Spiral wound, Teflon, Corrugated,
Oval and Octagonal ring of different materials
CAF cut gasket and any special type of Gasket as designed by the customers.
We have successfully developed and supplied high quality Gasket Manufactured from
various materials like Compressed Asebstos fiber, Teflon, Copper, Brass, Steel, Aluminium, etc.
We now have to our credit the success of supplied different type of gasket to private and

public sector units.

We would like to inform further that we are registered as a SSI unit & NSIC unit having equipped
workshop with required automatic machinery for manufac-turing all types of industrial gaskets
being presently manufactured by us as per product catlogues enclosed herewith. We also
under take manufacturing of Taillor-made gaskets suiting to the requirement of valued clients.
We have supplied various type of gasket for critical application to chemicals Industries and
vessel Manufacturers. Please note that we have supplied all type industrial gasket like spiral
wound, Jacketed ‘o’ rings, oval and octagonal ring corrugated ring serreted ring etc.




SPIRAL WOUND GASKETS

It can be used in Refining plant, Chemical & Petrochemical plant, Power plant, Nuclear plant,
Compressors, Piping & heat exchanger & Vessels fertilizer plant & Cement plant & Refineries etc.

The spiral wound gaskets are made from V' Shaped metal strip with spirally wound filler. Several
continues turms of the metallic winding are secularly welded with spot welding as per API Std.
The normal shape is circular but it is possible to make it Elliptica shape also. The use of steel
supporting Inner & Outer ring of gaskets are made with the same material of the spiral wound

gaskets.

Spiral wound gaskets are manufactured with Inner ring, with outer ring, with Inner & Outer Ring
& without outer Rings as per buyers specification. The most popular combination in this type of
gaskets is S.S. 304 with CAF Filler. The filler materials with metal strip are CAF [ Asbestos [ P.T.F.E.

[Graf oil | Non asbestos etc.

Spiral wound gaskets are manufactured in dimensions from 1/4" to 96" and thickness from 1/8"

to 3/8" Generally, gaskets thickness is 0.175" and outer ring thickness is 0.125".

Normally spiral wound gaskets are made as per ANSIB 16.5 std.,, ASMED 16.20 Std., API 605 Std. DIN
10 std. Bs 10, BS 3381, Bs 4865, Spiral wound gaskets are made in any size as per the customer's
specification (Non Standard size)



CAF/NON-ASBESTOS CUT
GASKETS/PACKING ROPES/SHEETS

These gaskets are made from compressed Asbestos Fiber jointing sheet. (High Pressure).
These gaskets are made from graphoil sheet also. There are different grades in CAF jointing
sheetwhich are used as per the clients requirement. These gaskets are made from Non-
Asbestos sheet also. Normally the standard of this gaskets are Ring Type & full face.

We are making any other special types of gaskets as per requirements of customers specifi-

cation (Technical).

Non Asbestos Gaskets are used as heat exchanger gaskets, compressor and bonnet valve
gaskets and in pipe flange applications etc. Compressed Non Asbestos Fiber Gaskets are circle
cut or die cut gaskets from compressed non asbestos jointing, manufactured from carefully
picked fiber intimately blended with suitable heat resistant binders and vulcanized into sheets

of homogenous compositions and uniform thickness.




P.T.F.E. GASKET/ENVELOPE/PACKING/SHEETS

These gaskets are made with 0.5 mm or 0.75 mm P.T.F.E. envelope with CAF insert with S.S.
304 corrugated ring. The gaskets are made from P.T.F.E. thin sheet (1 mm, 1.5 mm, 2 mm,

3 mm & 6 mm) as per the standard & clients sketch.

Polytetra fluoroethylene (PTFE), which are widely used in national defense, atomic energy,

petroleum, wireless, electric machinery and chemical industries etc.

Our range has the following properties:
Long term application temperature: 250°C to (-)200°C
Low temperature: Soft even at (-)100°C

Corrosion resistance: Resistant to aqua regia and all organic solvents

Weather resistance: Best aging life in plastic, high lubricants

Smallest coefficient of friction in plastic: 0.04

Adhesion: Smallest surface tension in solid materials, nontoxic & physiologically inert,

excellent behaviour of electricity
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