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DAILY REFERENCE
GUIDE
WWW

You can download the Safety Instructions
and the Use and Care Guide by visiting our
website docs.whirlpool.eu and following
the instructions on the back of this booklet.
Before using the machine, it is imperative that the
transport bolts are removed.
For more detailed instructions on how to remove
them, see the Installation Guide.

Before using the appliance carefully read the
Health and Safety guide.

PRODUCT DESCRIPTION
APPLIANCE
1. Worktop
2. Detergent dispenser
3. Control panel
4. Door handle
5. Door
6. Water filter/emergency
drain hose (if available) behind plinth 7. Plinth (removable)
8. Adjustable feet (4)

1.
2.

3.

4.

5.

6.
7.
8.

CONTROL PANEL
13.

1. On/Off button
(Reset/Drain if pressed and
held down)
2. Programme button
3. Colours 15° button
4. Fresh Care button
5. Dosing Aid button
6. Knob (Turn to select/
Press to confirm)
7. Start delay button
8. Temperature button
9. Spin Speed button
10. Options button
(Key lock if pressed and
held down)
11. Start / Pause button
12. Display
13. Programmes area

12.

MAX

30’
60°
40°

1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.
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DETERGENT DISPENSER
1. Main wash compartment
• Detergent for the main wash
• Stain remover
• Water softener
2. Prewash compartment
• Detergent for the prewash.
3. Softener compartment
• Fabric softener
• Liquid starch
Pour in softener or starch solution only up to
the “max” mark.
4. Release button
(Press to remove the detergent dispenser for
cleaning).
Detergent recommendations for various types of laundry
White robust laundry

(cold-95°C)

Heavy duty detergents

White delicate laundry

(cold-40°C)

Mild detergents containing whitener and/or optical brighteners

Light/pastel colours

(cold-60°C)

Detergents containing whitener and/or optical brighteners

Intensive colours

(cold-60°C)

Colour detergents without whitener/optical brighteners

Black/dark colours

(cold-60°C)

Special detergents for black/dark laundry

FIRST TIME USE
See the section on DAILY USE for information on how to select
and start a programme.

FIRST CYCLE

When you plug in the washing machine, it will switch on
automatically.
To remove any residues from the manufacturing process:

• Add a small amount of heavy duty detergent to
the main wash compartment of the detergent
dispenser (maximum 1/3 of the quantity
recommended by the detergent manufacturer for lightly
soiled laundry).
• Start the programme without adding any laundry.

• Select the “Cotton” programme at a temperature of 95°C.

DAILY USE
See the Use and Care Guide for more details on functions /
see the last page for information on how to obtain the Use and
Care Guide

1. LOAD LAUNDRY

• Prepare your laundry according to the
recommendations in the “HINTS AND TIPS”
section.
Make sure that pockets are empty, fasteners
closed and ribbons tied together.
• Open the door and load the laundry. Observe the
maximum load sizes given in the separate programme
chart.

2. CLOSE THE DOOR

• Make sure that no laundry gets stuck
between door glass and the rubber seal.
• Close the door so that you can hear it
click shut.
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3. OPEN THE WATER TAP
4. SWITCH ON THE WASHING MACHINE

• Press the “On/Off” button until the programme
button lights up. An animation appears on the
control panel and the appliance plays a sound.
The washing machine is then ready for operation.

5. SET THE DESIRED PROGRAMME
GUIDED MODE — the button light will guide you through
setting your programme in the following order: Selection
of programme/temperature/spin speed/options. As soon
as you confirm a selection by pressing the knob, the
button light jumps to the next step.
• Select programme:
Make sure that the programme button lights up.

7. START PROGRAMME

Turn the knob to select the desired programme.
The indicator next to the selected programme lights up.
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• Press and hold “Start/Pause” until the button lights
up and stays on; the programme will start.
• If you have selected “Dosing Aid”, the washing
machine indicates the recommended detergent amount
for your laundry load after the programme starts.
Follow the instructions as indicated in the OPTIONS,
FUNCTIONS AND INDICATORS/Dosing Aid section.

8. CHANGE THE SETTINGS OF A PROGRAMME
Confirm the desired programme by pressing the knob.
• Change temperature, if required
If you want to change the temperature indicated on
the display, make sure that the Temperature button
lights up.
Turn the knob to select the desired temperature, then
press the knob to confirm.
• Change spin speed, if required
If you want to change the spin speed indicated on
the display, make sure that the Spin button lights up.
Turn the knob to select the desired spin speed, or
Rinse hold, then press the knob to confirm.
Refer to OPTIONS, FUNCTIONS AND INDICATORS for more
information.
• Select options, if required
If you want to select additional options, make sure
that the Options button lights up. The options which
are selectable for your programme are indicated by the
arrows which are lit up .
Turn the knob to select the desired options. The symbol for
the selected option will flash. Press the knob to confirm.
Some options/functions can be selected by pressing the
button directly:

Refer to the OPTIONS, FUNCTIONS AND INDICATORS
section for more information.

WHICH IS RUNNING, IF REQUIRED

You can still change the settings while a programme is
running.
The changes will be applied, provided the respective
programme phase has not yet finished.
• Press the relevant button (for example the “Spin speed”
button to change the spin speed). The selected value will
flash for a few seconds.
• While it is flashing, you can adjust the setting by turning
the knob. If the value stops flashing before you have
adjusted it, press the button again.
• Press the knob to confirm the new setting. If you do not
confirm it, the new setting will be confirmed
automatically: It will stop flashing.
The programme will continue automatically.
To change the settings of a programme which is running,
you can also:
• Press “Start/Pause” to pause the programme which is
running
• Change the settings as desired.
• Press “Start/Pause” again to continue the programme.

9. PAUSE A PROGRAMME WHICH IS RUNNING
AND OPEN THE DOOR, IF REQUIRED

• Press and hold “Start/Pause” to pause a
programme which is running.
• Provided the water level and/or temperature is/
are not too high, the door open indicator lights
up. You can open the door, for example to add/
remove laundry.
• Press “Start/Pause” to continue the programme.

INDIVIDUAL MODE
After you have switched on the washing machine, you are
not forced to follow the GUIDED MODE.
The order in which you choose to set your programme is
up to you.
To make a setting, first press the relevant button, then turn
the knob to select, and finally press the knob to confirm.
The range of temperatures, spin speeds and options
depend on the programme selected. It is therefore
recommended that you start by selecting the programme.

10. RESET A PROGRAMME WHICH IS RUNNING,

6. ADD DETERGENT

11. SWITCH OFF THE WASHING MACHINE

• If you are not using the Dosing Aid function, pull
out the detergent dispenser and add detergent
(and additives/softener) now; observe the dosing
recommendations on the detergent pack.
If you have selected PREWASH or START DELAY, observe
the recommendations in the OPTIONS, FUNCTIONS AND
INDICATORS section. Then carefully close the detergent
dispenser.
• If you are using the “Dosing Aid” function, add
detergent later, after you have started the programme.
Refer to the OPTIONS, FUNCTIONS AND INDICATORS
section for more information.
• After having added detergent/additives, do not open the
detergent dispenser to avoid any overflow.

IF REQUIRED

• Press and hold the “On/Off” button until “rES”
appears on the display.

The water drains, the programme ends and the door
unlocks.

AFTER THE PROGRAMME HAS ENDED

• “End” will appear on the display and the door open
indicator will light up – you can remove your laundry.

• Press “On/Off” to switch off the washing machine.
The washing machine will switch off automatically
after about a quarter of an hour after the
programme ends, to save energy.
• Leave the door ajar so that the inside of the washing
machine can dry.
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HINTS AND TIPS
SORT YOUR LAUNDRY ACCORDING TO

• Type of fabric/care label (cotton, mixed fibres, synthetics,
wool, handwash items)
• Colour (separate coloured and white items, wash new
coloured items separately)
• Delicates (wash small items – like nylon stockings – and
items with hooks – like bras – in a cloth bag or pillow
case with zip).

EMPTY ALL POCKETS

• Objects like coins or lighters can damage your laundry as
well as the drum.

WASH CARE LABELS

The temperature in the washtub symbol indicates the
maximum possible temperature for washing the item.
Normal mechanical action
Reduced mechanical action

CLEAN THE WATER FILTER REGULARLY

• This helps to prevent it from getting clogged, which
could cause that the drain water cannot be pumped out
anymore. Refer to the CARE AND
MAINTENANCE/“Cleaning the water filter” section in the
Use and Care Guide.

SAVINGS AND ENVIRONMENT

• Achieve the best use of energy, water, detergent and
time by using the recommended maximum load size for
the programmes, as indicated in the programme chart.
• Do not exceed the detergent dosages indicated in the
detergent manufacturer’s instructions. Use the Dosing
Aid function.
• Save energy by using a 60°C instead of a 95°C wash
programme or a 40°C instead of a 60°C wash
programme. For cottons, the Eco Cotton
programme
at 40°C or 60°C is recommended.
• Save energy and time by selecting a high spin speed to
reduce the water content in the laundry before using a
tumble dryer.

Much reduced mechanical action
Hand wash only
Do not wash

PROGRAMMES
Observe the recommendations on the care labels of your
laundry.

ECO COTTON

Normally soiled cotton laundry. Standard
cotton programme. At 40°C and 60°C most
favourable programme in terms of combined
water and energy consumption for washing cotton
laundry.
The values on the energy label are based on this
programme.

COTTON

Normally to heavily soiled and robust cottons and
linen.

MIXED

Lightly to normally soiled robust laundry made of
cotton, linen, artificial fibres and their blends.
1-hour programme.

SYNTHETICS

Normally soiled laundry made of artificial fibres or
cotton blends.

DELICATES

Fine laundry made of delicate fabrics, which needs
gentle treatment.
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WOOL

Wool items labelled with the Woolmark and
identified as machine washable, as well as textiles
made of silk (observe recommendations on care
label), linen, wool and viscose marked as hand wash only.

RAPID 30’

Lightly soiled laundry made of cotton, synthetics
and their blends. Refresh programme for laundry
without stains.

COLOURS

Lightly to normally soiled laundry made of cotton,
synthetics or their blends; also delicates. Helps
preserve colours. Use detergent appropriate for
the colours of your laundry.

RINSE AND SPIN

Separate rinse and intensive spin programme.
For robust laundry.

SPIN

Separate intensive spin programme. For robust
laundry.

30’
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PROGRAMME CHART

max

MIXED

Cold/60°C

4.0

SYNTHETICS

Cold/60°C

3.0

—

DELICATES

Cold/40°C

1.5

—

—

—

—

1000

WOOL

Cold/40°C

1.0

—

—

—

—

1000

COLOURS

Cold/60°C

4.0

—

1000

Cold/30°C

3.0

—

—

—

—

RINSE &
SPIN

—

max

—

—

—

—

SPIN

—

max

—

—

—

—

Programme
RAPID 30’

30’

Selectable/optional

—

Softener

Cold/95°C

Main Wash

COTTON

max

Prewash

—

Detergent
and additives

Rinse hold

—

Start delay

—

Dosing Aid

—

Fresh Care

Heavy Soil

max

Colours 15°

Bio Stain 15

Cold/60°C

Rapid

Hot Finish

ECO
COTTON

Care labels

Prewash

Max. spin speed (rpm)

Spin

Max load (Kg)

Selectable directly

Temperature

Intensive Rinse

Selectable using the Options
button

—

max
—

—

—

—

max

—

Not selectable/applicable

max

—

—

—

max

—
—

—

—

—

—

—

—

max

—

—

—

max

Dosing required

—

—

—

Dosing optional
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PRODUCT SPECIFICATIONS
Type

Supreme Care 7014

Supreme Care 8014

Supreme Care 9014

7 kg

8 kg

9 kg

Freestanding

Freestanding

Freestanding

Loading type

Front

Front

Front

Rated voltage

220-230 V, 50 Hz

220-230 V, 50 Hz

220-230 V, 50 Hz

Variable

Variable

Variable

Maximum Spin speed

1400

1400

1400

Machine weight

70 kg

72 kg

73 kg

Drum Volume

50 ltr

55 ltr

58 ltr

1820 W

1820 W

1820 W

Automatic Programmes

Yes

Yes

Yes

Delay Feature

Yes

Yes

Yes

Auto restart

Yes

Yes

Yes

Rat Mesh

Yes

Yes

Yes

Outside dimension (mm)

850x595x610

850x595x610

850x595x610

Water pressure

(0.2-8) kg/cm²

(0.2-8) kg/cm²

(0.2-8) kg/cm²

0.80 kwh

0.95 kwh

1.03 kwh

Class 1

Class 1

Class 1

Capacity *
Construction type

Spin Speed option

Maximum power

Energy Consumption of the
standard 60°C Cotton program at
Full load #
Machine Class

Due to continuous R&D, specifications and features may change without prior notice.
Features may vary from model to model.
Power conditions as specified in IS 12360. Voltage 230V ±10%, Frequency 50±3%.
* Capacity of washers with standard test clothes as specified in IS 14155,
Dry weighed as per the name plate, loaded in wet condition.
# Inlet water temperature considered 15°C.
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OPTIONS, FUNCTIONS
AND INDICATORS
OPTIONS which are directly selectable by pressing
the dedicated button
Colours 15°
Helps to preserve the colours of your laundry
by washing them with cold water (15°C). Saves
energy used in heating the water, while
maintaining good wash results.
Suitable for lightly soiled coloured laundry without stains.
Not selectable for Cotton 95°C.
Fresh Care
Helps to keep your laundry fresh if you cannot
remove it from the machine shortly after the
programme ends.
The washing machine will start to tumble the
laundry periodically after the programme ends. This lasts
up to approximately 6 hours after the end of your wash
programme. You can stop it at any time by pressing any
button; the door unlocks and you can remove your
laundry.
Dosing Aid
Helps to dose the right amount of detergent for
your laundry load. Before using this option:
The concentration of detergents available on the
market varies considerably. For this reason, adjust
the washing machine to the dosing amounts of the
detergents which you use.
Furthermore, check if the washing machine’s preset water
hardness level (soft) corresponds to your local water
hardness level and adjust it if necessary (see “First use of
the Dosing Aid” in the “Use and Care Guide”).
1) Select Dosing Aid:
After selecting the programme and options, press the
“Dosing Aid” button; the Dosing Aid symbol lights up
on the display.
2) Start programme:
Start the programme by pressing “Start/Pause”.
– The drum will rotate to detect the laundry
load; afterwards the display will show the
recommended detergent amount in ml.

3) Add detergent:
Pull out the detergent dispenser and pour in the
quantity of detergent which is indicated on the
display into the main wash compartment of
the detergent dispenser.
If you have selected the “Prewash” option and you
want to add detergent for the prewash as well, pour in
half of the indicated detergent amount into the
prewash compartment, in addition to the full amount
which you have already added to the main wash
compartment.
Instead of adding detergent to the detergent
dispenser, it can also be added directly to the drum, in
a detergent ball.
For programmes with prewash: Prewash detergent can
be added to the drum, main wash detergent must be
added to the main wash compartment of the
detergent dispenser. In this case, use powder detergent
for the main wash in order to ensure that it stays in the

detergent dispenser until start of the main wash phase.
After adding detergent, close the detergent dispenser
(or door).
4) Press and hold “Start/Pause” to continue the
programme.

OPTIONS which are selectable via the Options
button
Prewash
Helps to clean heavily soiled laundry by adding a
prewash phase to the wash programme selected.
For heavily soiled laundry, for example containing
sand or granular dirt.
Extends the programme by about 20 minutes.
Add detergent to the prewash compartment of the
detergent dispenser as well, or directly into the drum. Use
powder detergent for the main wash in order to ensure
that the detergent stays in the detergent dispenser until
the start of the main wash phase.
Hot Finish
The programme ends with a warm rinse phase.
Relaxes the fibres of your laundry so that the
laundry feels comfortably warm when taking it out
a short time after the programme ends.
Bio Stains 15°
Helps to remove all kinds of stains, except
grease/oil.
The programme begins with a cold water
wash phase. Extends the programme by about 10 minutes.
Pre-treatment recommended for stubborn stains.
Not selectable for Cotton 95°C.
Heavy Soil
Helps to clean heavily soiled, stained laundry by
optimising the efficiency of additives for stain
removal.
Add an appropriate amount of in-wash additive
for stain removal (powder) to the main wash compartment,
together with your detergent (powder only). May extend
the programme by up to 15 minutes.
Appropriate for use with oxygen-based stain removers and
bleaching agents. Chlorine or perborate bleach agents
must not be used.
Intensive Rinse
Helps to avoid detergent residues in the laundry
by extending the rinse phase.
Particularly suitable for washing baby laundry, for
people suffering from allergies and for areas with soft
water.
Rapid
Enables quicker washing.
Only recommended for lightly soiled laundry.
Not selectable for Cotton 95 °C.
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FUNCTIONS
Rinse hold (option on Spin button)
Avoids automatic spinning of the laundry at the end
of the programme. The laundry remains in the last
rinse water and the programme does not continue.
Suitable for delicate laundry which is not suitable for
spinning, or which should be spun with a lower spin speed.
Not suitable for silk. To end the “Rinse hold” function,
choose between:
• drain the water, no spin:
turn the knob to select spin speed “0”, then press
“Start/Pause”: The water will be drained and the
programme ended
• spin the laundry:
the default spin speed flashes – start the spin
cycle by pressing “Start/Pause”.
Or select a different spin speed by turning the
knob, press it to confirm, and press “Start/Pause”.
Start delay
Moves the start of your programme to a later time.
Do not use liquid detergent with this function.
• Select programme, temperature and options.
• Press the “Start delay” button – the start delay
symbol on the display flashes.
• Turn the knob to select a delay of up to 23 hours, which
will be shown on the display. Confirm by pressing the
knob.
• Press “Start/Pause” – the countdown for the delay starts.
The colon on the display flashes. The door locks.
• If you have selected Dosing Aid: When you press “Start/
Pause”, the washing machine calculates the
recommended detergent amount. Add detergent as
indicated on the display (see “Dosing Aid”). Press “Start/
Pause” again to start the countdown for the selected
delay period.
• After the delay time has been reached, the washing
machine starts automatically. The display then indicates
the remaining programme duration.
To cancel “Start delay”:
• Press “Start/Pause” to cancel start delay.

HOW TO OBTAIN THE USE AND CARE GUIDE

> WWW Download the Use and Care Guide from
our website docs.whirlpool.eu (you can use
this QR code), specifying the product’s
commercial code.
> Alternatively, contact our Client After‑sales
Service

Key lock
Locks the buttons and the knob on the
control panel against unwanted operation.
To lock the buttons:
• The washing machine must be switched on.
• Press and hold the option button until the key
symbol on the display lights up. The knob and the
buttons are now locked. Only “On/Off” works.
If you switch the washing machine off and on again, the
key lock remains active until you unlock it.
To unlock the buttons, press and hold the option
button again, until the key symbol on the display
goes off.

INDICATORS
Door can be opened.
Failure: Water tap closed. The washing machine
has no/insufficient water supply.
Failure: Water filter clogged. Water cannot be
drained; water filter might be blocked
Failure: Call Service. Refer to Troubleshooting
section in the Use and Care Guide.
In the event of any failures, refer to the Troubleshooting
section in the “Use and Care Guide”.

CONTACTING OUR AFTER‑SALES SERVICE

You can find our contact details in the warranty manual.
When contacting our Client After‑sales Service, please state
the codes provided on your product’s identification plate.

4 0 0 010 8 9 8195
Printed in Italy
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ENGLISH

HEALTH & SAFETY
and INSTALLATION GUIDE
Index
Health and Safety Guide
SAFETY INSTRUCTIONS.  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 3
SAFEGUARDING THE ENVIRONMENT. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 6
Installation .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 7

2

EN

Health and Safety Guide

SAFETY
INSTRUCTIONS
IMPORTANT TO BE READ AND OBSERVED
Before using the washing
machine carefully read Health
and Safety and Use and Care
guides.
Keep these instructions close
at hand for future reference.
YOUR SAFETY AND THE
SAFETY OF OTHERS IS VERY
IMPORTANT.
This manual and the washing
machine itself provide
important safety warnings, to
be read and observed at all
times.

This is the safety alert symbol.
This symbol alerts you to
potential hazards that can kill
or hurt you and others.
All safety messages will follow
the safety alert symbol or the
word DANGER or WARNING.
These words mean:

DANGER
Indicates a hazardous situation
which, if not avoided, will
cause serious injury.

WARNING
Indicates a hazardous situation
which, if not avoided, could
cause in serious injury.
All safety warnings give

specific details of the potential
risk presented and indicate
how to reduce risk of injury,
damage and electric shock
resulting from improper use of
the washing machine. Carefully
observe the following
instructions.
Failure to observe these
instructions may lead to risks.
The Manufacturer declines any
liability for injury to persons or
animals or damage to property
if these advices and
precautions are not respected.
Very young (0‑3 years) and
young children (3‑8 years) shall
be kept away unless
continuously supervised.
Children from 8 years old and
above and persons with
reduced physical, sensory or
mental capabilities or lack of
experience and knowledge can
use this washing machine only
if they are supervised or have
been given instructions on safe
washing machine use and if
they understand the hazards
involved. Children shall not
play with the washing
machine. Cleaning and user
maintenance shall not be
made by children without
supervision.
Remove the transport bolts.
The washing machine is fitted
with transport bolts to avoid
any possible damage to the
interior during transport.

Before using the machine, it is
imperative that the transport
bolts are removed.
After their removal, cover the
openings with the 4 enclosed
plastic caps.
Never open the door forcibly or
use it as a step.
INTENDED USE OF THE
PRODUCT
This washing machine is
designed solely for domestic
usage. To aim the washing
machine as commercial use is
forbidden. The manufacturer
declines all responsibility for
inappropriate use or incorrect
setting of the controls.
CAUTION: The washing
machine is not intended to be
operated by means of an
external timer or separate
remote control system.
Do not use the washing
machine outdoors.
Do not store explosive or
flammable substances such as
aerosol cans and do not place
or use gasoline or other
flammable materials in or near
the washing machine: a fire
may break out if the washing
machine is inadvertently
switched on.
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the washing machine does not
damage the power cable.
Only activate the washing
machine when the installation
procedure has been
completed.

For models dedicated only for
cold water: Do not connect to
the hot water supply.
For models with hot fill: the hot
water inlet temperature must
not exceed 60°C.

After installation of the device
wait a few hours before
Installation and repairs must
starting it, to acclimatize to the
be carried out by a qualified
technician, in compliance with environmental conditions of
the manufacturer’s instructions the room.
and local safety regulations. Do Do not install your washing
machine where it may be
not repair or replace any part
of the washing machine unless exposed to extreme
conditions, such as: poor
specifically stated in the user
ventilation, high temperature
manual.
or below 5°C or above 50°C.
Children should not perform
When installing the washing
installation operations. Keep
machine make sure that the
children away during
four feet are stable and resting
installation of the washing
on the floor, adjusting them as
machine. Keep the packaging
required, and check that the
materials (plastic bags,
washing machine is perfectly
polystyrene parts, etc.) out of
level using a spirit level.
reach of children, during and
after the installation of the
washing machine.
In case of wooden or so-called
“floating floors” (for instance
certain parquet or laminate
Use protective gloves to
floors), place the washing
perform all unpacking and
machine on a sheet of plywood
installation operations.
at least 60 x 60 cm wide/ deep
After unpacking the washing
machine, make sure that it has and at least 3 cm thick which is
secured to the floor.
not been damaged during
transport. In the event of
problems, contact the dealer or Use only new hoses to connect
your nearest After-sales
the washing machine to the
Service.
water supply. Used hoses must
The washing machine must be not be used and should be
discarded.
handled and installed by two
or more persons.
Keep children away during
Move the washing machine
installation of the washing
without lifting it by the
machine.
worktop.

Make sure that the ventilation
openings in the base of your
washing machine (if available
on your model) are not
obstructed by a carpet or other
material.

This washing machine is
exclusively destined to treat
machine washable laundry in
quantities which are usual for
private households.
INSTALLATION

The washing machine must be
disconnected from the power
supply before carrying out any
installation operation.
During installation, make sure
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Connect the water inlet hose(s)
to the water supply in
accordance with the
regulations of your local water
company.

The supply water pressure
must be in range 0.2‑8 Bar.
ELECTRICAL WARNINGS
Make sure the voltage
specified on the rating plate
corresponds to that of your
home.
Socket should be standard and
indipendent 3 pin type of
230V AC, 50 Hz. A connection
with a separate line fuse or
circuit breaker of the value of
16A.
Regulation require that the
washing machine is earthed.
Whirlpool of India Ltd. declines
any responsibility for damage
caused by failure to observe
this rule.
Do not use a manual stabilizer.
For washing machines with
fitted plug, if the plug is not
suitable for you socket outlet,
contact a qualified technician.
Do not use extension leads,
multiple sockets or adapters.
Do not connect the washing
machine to a socket which can
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be operated by remote control.
The power cable must be long
enough for connecting the
washing machine, once fitted
in its housing, to the main
power supply.
Do not pull the power supply
cable.
If the power cable is damaged
it must be replaced with an
identical one. The power cable
must only be replaced by a
qualified technician in
compliance with the
manufacturer instruction and
current safety regulations.
Contact an authorized service
centre.

Connect the power plug to the
wall outlet. If the power cord is
damaged, it must be replaced
by the Whirlpool authorized
service person in order to avoid
hazard.

Do not operate this washing
machine if it has a damaged
mains cord or plug, if it is not
working properly, or if it has
been damaged or dropped. Do
not immerse the mains cord or
plug in water. Keep the cord
away from hot surfaces.
The electrical components
must not be accessible to the
user after installation.
Do not touch the washing
machine with any wet part of
the body and do not operate it
when barefoot.

The appliance must be
earthed. The Whirlpool of India
Ltd. declines any responsibility
for damage caused by failure
to observe this rule; you are
therefore advised to check that
your household supply has
efficient earthing.

INSTRALLING ELECTRICAL
CONNECTIONS
Ensure the earth connection in
your supply is proper before
connecting the power cord.
The socket should be standard
and independent: 3 pin type of
230V AC, 50 Hz. A connection
with separate line fuse or
circuit breaker of value 16A.

CAUTION
Do not use extension junction
box as it may not be properly
earthed.

Turn off the tap when not in
use.
Do not use any solvents (e.g.
turpentine, benzene),
detergents containing
solvents, scouring powder,
glass or general purpose
cleaners, and flammable fluids;
do not machine wash fabrics
that have been treated with
solvents or flammable liquids.
CLEANING AND
MAINTENANCE
The washing machine must be
disconnected from the power
supply before carrying out any
cleaning or maintenance
operation.
Never use steam cleaning
equipment.

Do not use a manual stabilizer.
Socket outlet/plug
If the fitted plug is not suitable
for your socket outlet, contact
After-Sales Service for further
instruction. Do not attempt to
change the plug yourself .This
procedure needs to be carried
out by a qualified technician in
compliance with the
manufacturer’s instructions
and current standard safety
regulations.
CORRECT USE
Do not exceed the maximum
load allowed. Check the
maximum load allowed in the
programme chart.
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SAFEGUARDING
THE ENVIRONMENT
DISPOSING OF PACKAGING
MATERIALS
The packaging material is
100% recyclable and is marked
with the recycle symbol:

The various parts of the
packaging must therefore be
disposed of responsibility and
in full compliance with local
authority regulations
governing waste disposal.
SCRAPPING OF
HOUSEHOLD APPLIANCES
When scrapping the washing
machine, make it unusable by
cutting off the power cable
and removing the doors and
shelves (if present) so that
children cannot easily climb
inside and become trapped.
This washing machine is
manufactured with recyclable

or reusable materials. Dispose
of it in accordance with local
waste disposal regulations.
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For further information on the
treatment, recovery and
recycling of household
electrical appliances, contact
your competent local
authority, the collection
service for household waste or
the store where you purchase
the washing machine.
HAZARDOUS SUBSTANCES
Components and materiai
used in the manufacture of this
washing mach i ne do not
contain any hazardous
substances and are fully
compliant with provisions of
hazardous substances outlined
in chapterVof the e-waste
(Management and Handling)
Rules, 2011.
By ensuring this product is
disposed of correctly, you will
help prevent potential
negative consequences for the
environment and human
health, which could otherwise
be caused by inappropriate
waste handling of this product.

The symbol

on the product or on the
accompanying documentation
indicates that it should not be
treated as domestic waste but
must be taken to an
appropriate collection centre
for the recycling of electrical
and electronic equipment.
For more detailed information
about treatement recovery
disposal and recycling of this
product, please call at
60008558 (For Private
subscribers - prefix your city
code)
1800 208 1800 (Toll Free) and
1860 180 4558 (BSNL and
MTNL subscribers)
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