


COMPANY PROFILE

DELITE PUMPS is twenty years old company engaged in the manufacturing product for every 

application of water need, using the latest state of  art technology.

DELITE PUMPS is an ISO : 9001-2008 Certified Company has been one of trusted name of 

submersible pump sets for handling clear cold water for domestic, agriculture and industrial 

segment in India.

The company has covered its major market in the field of domestic and agriculture field.

QUALITY STANDARDS :

Our company is an ISO 9001-2008 Certified Company and 'DELITE' pumps are manufacture in 

accordance with IS 8034:2002 and IS 14220:1994 and IS 8472:1998 with confirming to 

relevant B.I.S standards.

We have good infrastructure production Capabilities, Service backup technical team is 

continuously engaged in Research & Development for improve efficiency, minimum 

maintenance, reduce running cost and easy installation etc.

DELITE PUMPS is known for superior quality.

QUALITY POLICY :

We make sure that our clients are satisfied with every aspect of our business and relationship 

by providing them quality in products, delivery, service and price.

SAILENT FEATURES :

Domestic,   industries,   sprinkles,   fountain,   bulding,   agriculture,   garden
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V4 (100 mm) Bore Well Submersible Pumpset
Approx Performance Chart at 2850 RPM, 415V (T.P.) & 230V(S.P.), 50Hz AC Supply

Redial Flow
Water Filled

DP4RF

Outlet Size - 25mm (1”)

Outlet Size - 25mm (1”)

Model DP4RF1

Model DP4RF2

1 0.37 0.50 10 55 45 41 36 30 25 16 4 

2 0.55 0.75 11 58 51 46 39 33 28 19 5 

3 0.55 0.75 12 63 55 51 45 36 30 21 6 

4 0.75 1.00 13 72 59 54 48 39 33 23 7 

5 0.75 1.00 14 76 63 58 51 42 35 25 7 

6 0.75 1.00 15 79 69 63 56 45 38 26 8 

7 0.75 1.00 16 85 74 68 60 48 40 28 8 

8 0.75 1.00 17 91 78 72 64 51 43 30 8 

9 0.75 1.00 18 97 83 76 67 54 45 31 9 

10 0.75 1.00 19 103 87 80 70 57 47 32 9 

11 0.75 1.00 20 109 91 84 73 60 49 33 10 

12 1.10 1.50 21 115 96 88 77 63 52 35 11 

13 1.10 1.50 22 120 101 92 81 66 55 37 11 

14 1.10 1.50 23 126 105 96 84 69 57 38 12 

15 1.10 1.50 24 131 109 100 87 72 59 39 12 

16 1.10 1.50 25 137 115 105 92 75 62 48 13 

17 1.50 2.00 26 142 119 109 96 78 65 51 13 

18 1.50 2.00 27 148 123 113 99 81 68 54 14 

19 1.50 2.00 28 154 129 118 104 84 71 57 14 

20 1.50 2.00 29 160 133 121 107 87 74 61 15 

21 1.50 2.00 30 166 138 126 111 90 77 64 16 

22 2.20 3.00 35 214 176 160 121 105 96 74 18 

23 0.37 0.50 8 44 40 37 35 24 24 11 4 

24 0.55 0.75 9 47 46 43 40 27 25 13 5 

25 0.55 0.75 10 51 51 47 44 30 27 14 5 

26 0.75 1.00 11 56 52 50 49 33 35 16 6 

27 0.75 1.00 12 60 56 51 46 36 38 18 7 

28 0.75 1.00 13 65 60 56 52 39 41 19 8 

29 0.75 1.00 14 71 67 62 54 42 44 20 9 

30 0.75 1.00 15 77 72 67 60 45 47 21 9 

31 1.10 1.50 16 82 76 71 64 48 51 23 10 

32 1.10 1.50 17 86 81 76 69 51 54 25 10 

33 1.10 1.50 18 92 86 81 72 54 58 27 10 

34 1.10 1.50 19 97 91 86 79 57 61 28 11 

35 1.10 1.50 20 107 103 90 88 60 65 29 11 

36 1.50 2.00 21 111 108 95 92 63 67 31 12 

37 1.50 2.00 22 116 112 101 96 66 70 33 12 

38 1.50 2.00 23 122 115 103 100 69 73 37 12 

39 1.50 2.00 24 127 119 108 104 72 77 40 13 

40 1.50 2.00 25 131 124 112 108 75 81 43 14 

41 2.20 3.00 30 210 175 158 140 90 89 49 18 

H
e
a
d
 i
n
 M

e
te

r
H

e
a
d
 i
n
 M

e
te

r

Sr. No.

Sr. No.

Motor Rating

Motor Rating

KW

KW

HP

HP

Stage

Stage

m3/h

m3/h

0

0

1.3

1.2

1.7

2.1

2.0

2.7

2.4

3.3

2.1

3.9

2.4

4.2

3.3

4.5

lpm

lpm

0

0

22

20

28

35

34

45

40

55

35

65

40

70

55

75

Discharge

Discharge
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V4 (100 mm) Bore Well Submersible Pumpset
Approx Performance Chart at 2850 RPM, 415V (T.P.) & 230V(S.P.), 50Hz AC Supply

Redial Flow
Water Filled

DP4RF

Outlet Size - 32mm (1.25”)

42 0.37 0.50 6 36 33 30 26 18 20 14 3 

43 0.55 0.75 8 48 44 40 35 24 23 16 4 

44 0.75 1.00 9 54 48 45 38 27 26 18 4 

45 0.75 1.00 10 60 52 50 42 30 29 20 5 

46 1.10 1.50 11 66 57 54 47 33 35 22 6 

47 1.10 1.50 12 72 62 59 52 36 39 24 6 

48 1.10 1.50 13 78 67 64 56 39 43 26 7 

49 1.10 1.50 14 84 73 69 61 42 47 28 7 

50 1.10 1.50 15 90 78 74 65 45 49 30 8 

51 1.50 2.00 16 96 83 77 70 48 52 32 9 

52 1.50 2.00 17 102 88 84 74 51 56 34 9 

53 1.50 2.00 18 108 95 90 78 54 60 36 9 

54 1.50 2.00 19 114 104 95 82 57 65 38 10 

55 1.50 2.00 20 120 108 100 86 60 70 40 11 

56 2.20 3.00 21 126 116 106 91 63 74 42 12 

57 2.20 3.00 22 132 121 111 95 66 79 46 12 

58 2.20 3.00 23 138 125 116 99 69 83 48 13 

59 2.20 3.00 24 144 129 122 104 72 88 50 13 

60 2.20 3.00 25 150 133 126 106 75 92 52 14 

61 3.00 4.00 32 192 176 160 128 96 101 78 17 

62 3.70 5.00 35 216 198 180 144 105 108 89 19 

m3/h 0 1.2 2.4 3.6 4.5 5.4 6.0 7.2

lpm 0 20 40 60 75 90 100 120

Discharge

Model DP4RF4

Sr. No.

Motor Rating

KW HP
Stage
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Outlet Size - 38mm (1.5”)

63 0.37 0.50 4 25 22 21 19 17 12 10 3 

64 0.55 0.75 5 31 27 26 24 21 15 12 4 

65 0.55 0.75 6 36 34 32 28 25 18 14 4 

66 0.75 1.00 7 44 39 36 33 29 21 17 5 

67 0.75 1.00 8 51 44 42 36 33 24 19 6 

68 1.10 1.50 9 57 49 47 42 37 27 22 7 

69 1.10 1.50 10 63 55 52 47 42 30 24 8 

70 1.10 1.50 12 69 59 56 51 45 36 26 8 

71 1.50 2.00 11 72 63 59 54 47 33 27 9 

72 1.50 2.00 12 76 66 62 56 50 36 29 9 

73 1.50 2.00 13 82 72 67 61 54 39 32 10 

74 1.50 2.00 14 88 77 73 66 59 42 34 10 

75 1.50 2.00 15 95 84 77 71 62 45 36 11 

76 2.20 3.00 16 101 88 81 75 66 48 38 12 

77 2.20 3.00 17 106 95 85 79 70 51 40 13 

78 2.20 3.00 18 113 101 92 85 74 54 43 13 

79 2.20 3.00 19 118 106 95 89 79 57 45 15 

80 2.20 3.00 20 126 110 104 94 84 60 48 16 

81 3.00 4.00 25 158 140 128 118 103 75 60 18 

82 3.70 5.00 30 189 168 153 141 123 90 72 21 

m3/h 0 2.4 3.6 4.8 6.0 7.2 8.4 10.2

lpm 0 40 60 80 100 120 140 170

Discharge

Model DP4RF5

Sr. No.

Motor Rating

KW HP
Stage

*Available Outlet Size DP4RF4 & DP4RF5 - 38mm (1.5”)
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V4 (100 mm) Bore Well Submersible Pumpset
Approx Performance Chart at 2850 RPM, 415V (T.P.) & 230V(S.P.), 50Hz AC Supply

Redial Flow
Water Filled

DP4RF

Outlet Size - 38mm (1.5”)

Outlet Size - 50mm (2.0”)

Outlet Size - 50mm (2.0”)

Model DP4RF7

Model DP4RF10

Model DP4RF12

83 0.37 0.50 3 17 15 13 10 9 7 5 2 

84 0.55 0.75 4 22 20 18 15 12 8 6 2 

85 0.75 1.00 5 32 30 26 20 15 10 7 3 

86 0.75 1.00 6 39 36 31 24 18 12 9 3 

87 1.10 1.50 7 46 42 37 28 21 14 10 4 

88 1.10 1.50 8 52 48 42 32 24 16 12 5 

89 1.10 1.50 9 59 54 47 36 27 18 13 5 

90 1.50 2.00 10 65 60 52 40 30 20 15 6 

91 1.50 2.00 11 72 66 58 44 33 22 17 7 

92 1.50 2.00 12 77 72 63 48 36 24 18 8 

93 2.20 3.00 13 84 78 69 52 39 26 19 9 

94 2.20 3.00 14 91 84 74 56 42 28 20 10 

95 2.20 3.00 15 96 90 78 60 45 30 21 11 

96 2.20 3.00 16 102 96 89 64 47 32 22 12 

97 2.20 3.00 17 109 102 92 68 48 34 23 13 

98 2.20 3.00 18 117 108 97 72 51 38 24 14 

99 3.00 4.00 20 130 120 106 80 60 40 28 17 

100 3.70 5.00 25 160 150 130 100 75 50 35 20 

101 0.55 0.75 3 18 15 13 11 9 7 6 4 

102 0.75 1.00 4 24 23 21 18 15 13 10 6 

103 0.75 1.00 5 30 29 27 22 15 16 13 7 

104 1.1 1.50 6 36 35 31 27 18 14 16 9 

105 1.1 1.50 7 42 41 37 30 21 16 19 10 

106 1.1 1.50 8 48 47 42 34 24 19 22 12 

107 1.5 2.00 9 55 53 47 38 27 21 24 13 

108 1.5 2.00 10 60 59 53 43 30 23 28 15 

109 2.2 3.00 11 66 65 58 48 33 25 30 16 

110 2.2 3.00 12 72 71 63 48 36 27 33 18 

111 3.3 4.00 15 90 75 65 60 45 34 30 22 

112 3.7 5.00 20 120 102 90 80 60 67 57 30 

113 0.75 1.00 4 23 18 17 16 14 12 10 6 

114 1.1 1.50 7 38 30 28 25 23 21 14 8 

115 1.5 2.00 8 48 35 34 30 28 25 20 15 

116 2.2 3.00 12 74 55 50 48 44 38 32 25 

117 3.3 4.00 15 90 70 66 62 57 48 40 30 

118 3.7 5.00 20 120 94 89 85 75 66 55 42 
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Sr. No.

Sr. No.

Sr. No.

Motor Rating

Motor Rating

Motor Rating

KW

KW

KW

HP

HP

HP

Stage

Stage

Stage

m3/h

m3/h

m3/h

0

0

0

2.4

5.4

7.2

4.8

7.2

8.4

7.8

9.0

9.6

9.0

9.9

10.2

10.2

11.1

11.1

10.8

11.7

11.7

11.4

13.8

12.6

lpm

lpm

lpm

0

0

0

40

90

120

80

120

140

130

150

160

150

165

170

170

185

185

180

195

195

190

230

210

Discharge

Discharge

Discharge

*Available Outlet Size DP4RF7 - 50mm (2”)
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V4 (100 mm) Bore Well Submersible Pumpset
Approx Performance Chart at 2850 RPM, 415V (T.P.) & 230V(S.P.), 50Hz AC Supply

Redial Flow
Water Filled

DP4RF

Outlet Size - 50mm (2.0”)Model DP4RF18

119 0.75 1.00 3 16 15 13 12 11 9 6 5 

120 0.75 1.00 4 21 19 17 15 14 12 8 6 

121 1.10 1.50 4 22 20 18 16 15 12 9 7 

122 1.10 1.50 5 26 24 22 20 17 15 10 8 

123 1.10 1.50 6 31 27 24 22 20 17 11 9 

124 1.50 2.00 6 32 28 26 24 21 18 12 10 

125 1.50 2.00 7 35 30 28 26 23 21 14 11 

126 2.20 3.00 7 36 32 30 28 25 21 15 12 

127 2.20 3.00 8 41 34 32 30 27 24 16 12 

128 2.20 3.00 9 45 40 38 34 30 27 18 13 

129 2.20 3.00 10 51 45 40 38 33 30 19 14 

130 3.00 4.00 10 52 48 43 40 35 30 20 15 

131 3.00 4.00 12 61 55 50 44 40 36 22 18 

132 3.70 5.00 12 64 58 54 48 42 36 24 20 

133 3.70 5.00 15 76 68 62 58 50 45 30 22 
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Sr. No.

Motor Rating

KW HP
Stage m3/h 0 4.8 7.2 8.4 10.8 12.6 18.6 20.4

lpm 0 80 120 140 180 210 310 340

Discharge

V4 (100 mm) Bore Well Submersible Pumpset
Approx Performance Chart at 2850 RPM, 415V (T.P.) & 230V(S.P.), 50Hz AC Supply

Mix Flow
Water Filled

DP4MF

Model DP4MF12CI Outlet Size - 50mm (2.0”)

134 1.10 1.50 4 23 20 19 18 17 16 13 9 

135 1.50 2.00 6 35 30 29 27 26 24 20 14 

136 2.20 3.00 7 38 36 34 32 30 28 24 16 

137 2.20 3.00 8 46 40 38 36 34 32 26 18 

138 2.20 3.00 9 52 45 43 41 38 36 29 20 

139 3.00 4.00 10 58 50 48 45 43 40 33 23 

140 3.70 5.00 12 70 60 57 54 51 48 39 27 

141 3.70 5.00 14 81 70 67 63 60 56 46 32 
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Sr. No.

Motor Rating

KW HP
Stage m3/h 0 6.6 8.4 9.9 12.0 13.5 16.8 21.0

lpm 0 110 140 165 200 225 280 350

Discharge

5

Model DP4MF18CI

500

Outlet Size - 50mm (2.0”)

142 1.50 2.00 4 24 21 18 16 14 12 10 6 

143 2.20 3.00 5 28 26 23 20 18 16 13 8 

144 2.20 3.00 6 36 32 27 24 21 19 15 9 

145 3.00 4.00 7 40 37 32 28 25 22 18 11 

146 3.00 4.00 8 45 42 36 32 28 25 20 12 

147 3.70 5.00 9 52 47 41 36 32 28 23 14 

148 3.70 5.00 10 55 50 43 38 34 30 25 15 
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Sr. No.

Motor Rating

KW HP
Stage m3/h 0 6.0 12.0 15.0 18.0 21.0 24.0 30.0

lpm 0 100 200 250 300 350 400 500

Discharge























































Sr.
No.

Sr.
No.

Sr.
No.

Sr.
No.

Sr.
No.

Model

Model

Model

Model

Model

Pipe Size
(mm)

Pipe Size
(mm)

Pipe Size
(mm)

Pipe Size
(mm)

Pipe Size
(mm)

Head in
Mtr.

Head in
Mtr.

Head in
Mtr.

Head in
Mtr.

Head in
Mtr.

Discharge
in L.P.M

Discharge
in L.P.M

Discharge
in L.P.M

Discharge
in L.P.M

Discharge
in L.P.M

Suction
Capacity
in Mtr.

Suction
Capacity
in Mtr.

Suction
Capacity
in Mtr.

Suction
Capacity
in Mtr.

Suction
Capacity
in Mtr.

Motor Rating

Motor Rating

Motor Rating

Motor Rating

Motor Rating

KW

KW

KW

KW

KW

HP

HP

HP

HP

HP

1 DMP - 0.5 0.5 0.37 25 X 25 5 5 100 

2 DMP - 1.0 1.0 0.75 40 X 40 5 10 250

3 DMP - 2.0 2.0 1.5 50 X 50 5 15 400

4 DMP - 3.0 3.0 2.2 50 X 50 5 20 600

5 DMP - 5.0 5.0 3.7 80 X 80 5 25 1100

-

-

MUD Pumps
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Pumps
(S.P/T.P)
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NO. DESCRIPTION V-4 V-6 OPEN WELL

01 BODY S.S. S.S./M.S. S.S./C.I.

02 SHAFT S.S. S.S./EN-8 S.S./EN-8

03 T. B. SET CARBON BEARING WITH S.S. PLATE OR FIBER PLATE

04 BUSH LEADED TIN BRONZE

05 WIND. WIRE E.C. GRADE WRAPPED WIRE

06 COUPLE S.S. S.S.

NO. DESCRIPTION V-4 V-6 OPEN WELL

01 BODY S.S. - S.S./C.I.

02 BOWL NORYL / C.I. C.I. / S.S. -

03 IMPELLER NORYL / S.S. G.M. / S.S. C.I. / S.S.

04 COUPLE S.S. S.S. S.S.

05 SHAFT S.S. S.S. S.S.

06 CASING - - C.I.

Voltage 230 t0 180 230 to 180 230 to 180 230 to 180 230 to 180 230 to 180

Start Capacitor 120 to 150 150 to 200 150 to 200 150 to 200 250 to 300 250 to 300

Run Capacitor 36 36 36 + 15 36 + 15 36 + 25 36 + 36 + 25

Cable Selection 1.5 Sq.mm 1.5 Sq.mm 1.5 Sq.mm 1.5 Sq.mm 2.5 Sq.mm 4 Sq.mm

Ampere 4.5 Amp. 6 Amp. 7.5 Amp. 10.5 Amp. 14 Amp. 17 Amp.

Voltage 170 to 130 170 to 130 170 to 130 170 to 130 170 to 130 170 to 130

Run Capa 36 + 15 36 + 25 36 + 36 36 + 36 + 15 36 + 36 + 36 36 + 36 + 36 + 15

Cable Selection 1.5 Sq.mm 1.5 Sq.mm 2.5 Sq.mm 2.5 Sq.mm 4.5 Sq.mm 6.5 Sq. Mm

Approx Power 
Consuption 0.70 Unit/Hour 1.00 Unit/Hour 1.25 Unit/Hour 1.80 Unit/Hour 2.50 Unit/Hour 3.30 Unit/Hour
KW at Std.V. 

0.75 1.0 1.5 2.00 3.00HP 0.5

V-4 Single Phase Sub. Pump Set Capacitor and Cable Selection Chart

General Specification

MATERIAL CONSTRUCTION

1 Atmosphere = 1.033 Kg / cm2
1 Atmosphere = 14.7 lb / inch2
1 Atmosphere = 10.34 mwc
1 lb / inch2 = 0.704 mwc
1 lb / inch2 = 2.31 ft. Wc

1 H.P. (Si) = 0.746 kw
= 746 watts

1 H.P. (Metric) = 0.736 kw
= 736 watts

1 kw = 1000 watts

1 mts. = 3.28 ft.
1 ft.  = 0.3048 m
1 kg / cm2 = 10 mtrs

1 lmp Gallon = 4.546 Ltrs.
1 US Gallon = 3.785 Ltrs.
1 Cum = 1000 Ltrs.
1 Cu ft  = 28.32 Ltrs.
1m3 / hr = 16.67 Lpm.
1m3 / Sec = 60000 Lpm.
1 Lit / Sec = 60 Lpm.

PRESSURE

POWER

HEAD

DISCHARGE
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CABLE SELECTION CHART

CABLE SELECTION CHART

SUBMERSIBLE PUMPSET CABLE SELECTION CHART FOR 415V - 50Hz

SUBMERSIBLE PUMPSET CABLE SELECTION CHART FOR 220V - 50Hz

LENGTH IN METERS

LENGTH IN METERS

3 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 2.5 2.5 2.5 2.5 4 4 4 6 6 6

4 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 2.5 2.5 2.5 4 4 4 6 6 6 10 10

5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 2.5 2.5 2.5 2.5 4 4 4 6 6 10 10 10 10

6 1.5 1.5 1.5 1.5 1.5 1.5 2.5 2.5 2.5 2.5 2.5 4 4 4 6 6 10 10 10 10 16

7.5S 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5 4 4 4 4 4 6 6 10 10 10 16 16 16

7.5D 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 2.5 2.5 2.5 4 4 4 6 6 10 10 10

10 1.5 1.5 1.5 1.5 1.5 1.5 2.5 2.5 2.5 2.5 2.5 4 4 4 6 6 10 10 10 10 16

12.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5 4 4 4 4 4 6 6 10 10 10 16 16 16

15 2.5 2.5 2.5 2.5 2.5 2.5 2.5 4 4 4 4 6 6 6 10 10 10 16 16 16 16

17.5 4 4 4 4 4 4 4 4 4 4 4 6 6 10 10 10 16 16 16 25 25

20 4 4 4 4 4 4 4 4 4 4 4 10 10 10 10 16 16 16 25 25 35

25 4 4 4 4 4 4 4 4 4 4 4 10 10 10 16 16 15 25 25 25 35

30 6 6 6 6 6 6 6 6 6 6 5 10 10 10 16 16 25 25 25 35 35

40 10 10 10 10 10 10 10 10 10 10 10 16 16 16 25 25 25 35 35 50 50

50 16 16 16 16 16 16 16 16 16 16 16 16 16 25 25 35 35 50 50 50 70

HP 10 20 30 40 50 60 70 80 90 100 120 140 160 180 200 250 300 350 400 450 500

0.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 2.5 2.5 2.5 4 4 4 6 6 6 10 10

1 1.5 1.5 1.5 1.5 1.5 1.5 2.5 2.5 2.5 2.5 4 4 4 6 6 6 10 10 10 16 16

1.5 1.5 1.5 1.5 2.5 2.5 2.5 4 4 4 6 6 10 10 10 10 16 16 16 25 25 25

2 1.5 1.5 2.5 2.5 4 4 4 6 6 6 10 10 10 16 16 16 25 25 25 35 35

3 1.5 1.5 2.5 2.5 4 4 6 6 6 10 10 10 16 16 16 16 25 25 25 35 35

4 1.5 2.5 2.5 4 4 6 6 10 10 10 10 16 16 16 16 25 25 25 35 35 35

5 2.5 2.5 4 4 6 6 10 10 10 10 16 16 16 25 25 25 35 35 50 50 50

HP 10 20 30 40 50 60 70 80 90 100 120 140 160 180 200 250 300 350 400 450 500

(THREE PHASE)

(SINGLE PHASE)
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30 0.098 

60 0.362 0.1197

75 0.532 0.1808 0.0748

96 0.840 0.2856 0.1181 0.0287

120 1.260 0.4314 0.1785 0.0434

150 0.0519 0.2697 0.0656 0.0221 

192 1.0293 0.4257 0.1035 0.0349 

240 0.6133 0.1565 0.0528 0.0217

300 0.9721 0.2362 0.0798 0.0328

480 0.5641 0.1903 0.0783

600 0.8523 0.2875 0.1183 0.0291

760 1.2879 0.4345 0.1788 0.0440

960 2.0332 0.6859 0.2823 0.0695 0.0235

1200 3.0727 1.0365 0.4265 0.1051 0.0354

1500 1.5662 0.6445 0.1588 0.0536 0.0220

1920 2.4728 1.0176 0.2507 0.0846 0.0348

2400 1.5376 0.3788 0.1278 0.0526

2400 0.3788 0.1278 0.0526

3000 0.5724 0.1931 0.0795

3600 0.8020 0.2705 0.1113

4800 1.3656 0.4606 0.1896

6000 0.6960 0.2864

7500 1.0518 0.4328

25/1” 32/1.25” 40/1.5” 50/2” 6.5/2.5” 80/3” 100/4” 125/5” 150/6”

Nominal Pipe dia in mm/inches

Friction Loss in Meter of  Water Per Meter of  Galvanized Pipe (C-100)
Volume Rate
of Flow LMP

30 0.046 

60 0.166 0.0565

75 0.251 0.0854 0.0353

96 0.397 0.1349 0.0558 0.0136

120 1.599 0.2038 0.0843 0.0205

150 0.3079 0.1274 0.0310 0.0104 

192 0.4861 0.2011 0.0489 0.0165 

240 0.3039 0.0739 0.0249 0.0103

300 0.4591 0.1117 0.0377 0.0155

480 0.2661 0.0899 0.0370

600 0.4025 0.1358 0.0559 0.0139

760 0.6083 0.2052 0.0844 0.0208

960 0.9604 0.3240 0.1333 0.0328 0.0111

1200 1.4513 0.4895 0.2015 0.0496 0.0167

1500 0.7397 0.3044 0.0750 0.0253 0.0104

1920 1.1679 0.4806 0.1184 0.0399 0.0164

2400 0.7262 0.1789 0.0604 0.0248

2400 0.1789 0.0604 0.0248

3000 0.2703 0.0912 0.0375

3600 0.3788 0.1278 0.0526

4800 0.6150 0.2176 0.0895

6000 0.3288 0.1353

7500 0.4968 0.2044

25/1” 32/1.25” 40/1.5” 50/2” 6.5/2.5” 80/3” 100/4” 125/5” 150/6”

Nominal Pipe dia in mm/inches

Friction Loss in Meter of  Water Per Meter of  PVC Pipe (C-150)
Volume Rate
of Flow LMP
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400 VOLTS THREE PHASE

TYPE HP R-RANGE

BIO 5.0 6.0 - 10 A

BIO 7.5 9.0 - 14 A

BIO 10.0 13.0 - 21 A

BIO 15.0 20.0 - 32 A

BIO 20.0 25.0 - 35 A

TYPE HP / KW R-RANGE

BSA 7.5 / 5.5 6.0 - 10A

BSA 10.0 / 7.5 6.0 - 10A

BSA 12.5 / 9.3 9.0 - 14A

BSA 15.0 / 11 9.0 - 14A

BSA 20.0 / 15 13.0 - 21A

BSA 25.0 / 18.6 20.0 - 32A

BSA 30 / 22.5 20.0 - 32A

BSA 35.0 / 26.1 20.0 - 32A

BSA 40.0 / 30 30.0 - 42 A

BSA 50.0 / 37.5 38.0 - 48A

BSA 60.0 / 44.76 42.0 - 54 A

STARTER SELECTION TABLE FOR 3 - PHASE

BINTEX - Type OIL FIL STARTERS Selection for Submersible Pump Sets

TECHNICAL SPECIFICATION TECHNICAL SPECIFICATION

Direct on Line push button oil immersed

motor starter (5 to 20 hp)

Type : BOI

Semi automatic Star delta oil immersed

motor starter (7.5 to 60 hp)

Type : BOI

HEAD CALCULATION & PUMP SET SELECTION CHART FOR SPRINKLER SYSTEM

(1) 13 Mtrs. Operating Head to count for operation of sprinkler.

(2) Well / Borewell / Sump depth in meters.

(3) Sprinkler Head maximum to count 3 mtrs.

(4) Pipeline frictional loss to count 2% of the total pipeline from filter to the end.

(5) Sprinkler head = sump depth + operating head + 3 mtrs. + 2% of total pipeline in mtrs. + 
Head loss due to voltage variation + Head extra of pipeline.

(6) Water supply demand of sprinkler = lpm required by each sprinkler X Number of Sprinklers.

70

60

50

40

30

20

Head
extra
of pipe
line

Pipe Length in feet

100 200 300 400 500 600 700 800 900 1000 1100 1200
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40 & 42, Tirupati Estate, B/h. Amber Cinema, Bapunagar, Ahmedabad-380 024.
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