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PRESENTING THE NEW GENERATION BUILDING MATERIAL
AAC  LIGHT WEIGHT Aerated Concrete Blocks :

Autoclaved Aerated Concrete blocks is the new generation building Material. The blocks are extensively being used in 
commercial, Residential and Industrial Buildings because of their several advantages and benefits compared to conventional 
clay bricks and hollow/solid concrete blocks. They are the first choice of Architects and builders today because they assure 
quality construction. In fact for all customers who believe in value for money autoclaved aerated concrete blocks is the 
outright choice.

INTRA BLOCKS is brought to you by M/s INTRA INDUSTRIAL TECHNOLOGIES which has excellent track record in 
manufacturing various machinery for process plants and automation industry. INTRA has rich experience in the field of 
manufacturing plant and machinery for process industry to produce a range of building materials such as AAC Blocks, Fibre 
Cement Sheets, Fibre Cement boards etc. Intra has also exported its machinery to South America and other countries like 
Srilanka, Bangladesh etc. The Blocks are produced using sophisticated and precisionely fabricated equipments designed, 
manufactured and commissioned by INTRA`s highly competent technical team. INTRA has supplied three AAC Block plants to 
customers in various states whose products are already in the market. INTRA`s plant is Situated at Muppireddy pally,  
Toopran Mandal,  Medak Dist. Hyderabad, (Hyderabad – Narsapur High Way road).

INTRA BLOCKS are manufactured using Cement, Fly ash, Lime, Aluminium Powder and Water through an aeration process 
which gives a stable cellular structure.

INTRA BLOCKS are steam cured (autoclaved), which gives high strength and dimensional stability to the blocks. The finished 
blocks are tested at a fully equipped laboratory at a factory as per relevant B.I.S. Code (B.I.S 6441 Methods of test for aerated 
(cellular) Concrete Products.).

INTRA BLOCKS meet the requirements of B.I.S 2185 (part) and are ideally suitable for both load bearing and non load bearing 
walls.

*Other thickness on request **Depends on thickness
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A SOLID HOME:
AAC aerated 
concrete is a 
material which fulfils 
light weight and 
high strength 
requirements. AAC 
Blocks of cellular 
concrete to build 
your house, makes 
it warm, healthy and 
cheap.
In AAC gravel is 
replaced by air, 
which makes it 
responsible for 
substantial weight 
reduction (Dead 
load).

FIRE 
RESISTANCE:
AAC is a non-
combustible and fire 
resistant material 
(up to 4 hours of 
direct exposure). 
AAC is an inorganic 
material that does 
not burn.  The non-
combustible and fire 
resistant 
characteristics 
provide further 
advantage against 
fires commonly 
associated with 
earthquakes.

ENVIRONMENT 
FRIENDLY:
AAC is remarkably 
eco-friendly. It 
saves depletion of 
the top-soil, while at 
the same it can 
actually use fly ash 
on industrial waste- 
as one of its major 
constituents. The 
production of AAC 
uses only a fraction 
of the energy 
required to produce 
alternative masonry 
materials.

ENEGY SAVING:
AAC has excellent 
thermal insulation 
characteristics, 
Offering good 
thermal insulation, 
Good thermal mass 
and air tightness 
properties with low 
K value of  0.16 

0Kcal/Hr/M C.It 
reduces the 
extremes of internal 
temperature within 
a building.

WORKING SPEED 
& FREEDOM:
AAC Products can 
be easily cut, Drilled 
and grooved with 
manual or power 
tools. This provides 
higher productivity 
in sanitary and 
electrical 
installations such as 
pipes or ducts. 

PEST 
RESISTANT :
The pest resistant 
properties 
( as the blocks are 
made of inorganic 
materials) of 
Intrablock keeps 
termites away, 
avoiding damages 
and losses.

EARTHQUAKE 
RESISTANT:
The Manufacturing 
process gives Intra 
Blocks 
commendable 
strength, 
Maintaining its light 
weight property due 
to which the 
steadiness of these 
blocks in buildings 
is more reliable, 
making it 
earthquake 
resistant and gives 
it a longer life.

PRECISION & 
ACCURACY:
Exact dimensions of 
AAC blocks results 
in smooth walls with 
a perfect contact 
among the different 
elements, enabling 
builders to save in 
finishes and 
achieve optimal 
structural 
performance. 
Variation is minimal 
allowing accurate 
installation and 
enabling 
economical 
application of a 
variety of finishing 
systems as 
compared to 
traditional bricks.

EXTREMELY 
LIGHT:
 AAC is up to 3-4 
times lighter than 
traditional concrete, 
representing great 
advantages in 
transportation and 
material handling. It 
also helps in 
reducing dead load 
on foundations & 
supporting 
structures, thereby 
using lesser 
concrete & Steel 
resulting in huge 
savings.  Due to 
larger Size of block 
wall needs lesser 
number of joints 
resulting in saving 
of labour costs.

SOLID SILENCE:
AAC Block wall 
systems offer 
highly effective 
solutions for 
reducing unwanted 
noise from entering 
your home. A 
sound reduction of 
37-42db can be 
achieved based on 
thickness of blocks.
AAC `s unique 
cellular structure 
which houses 
thousands of 
individual cell walls 
that each interrupt 
and diminish the 
passage of sound. 
The Blocks are 
ideal for 
Auditoriums, 
Hotels, Studios, 
and Theatres etc.

10 solid reasons why it`s best to build with INTRA block systems
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INTRA INDUSTRIAL TECHNOLOGIES

(AAC Blocks Division)

Office : Flat No.3, II floor, Plot No.7, H-No. 11-147 Opp: IDPL Colony Balanagar, 
Hyderabad-500037. Phone no:-  +91 40 23076128, 23074128, 23075258
Mobile: 09505534534, 09573111303

  Web: 

Works: Sy.No 276, 277, 278 & 279, Opp: Substation, Automative Park, 
Muppireddy Pally (V) Toopran (M) Medak Dist,  AP. Pin: 502 110

Email: intraaacblock@gmail.com www.intrablock.com

Light Weight aerated concrete is well known as an 
environmentally friendly construction material. 
Intrablock is manufactured from common and 
abundant natural raw materials and the finished 
product is up to twice the volume of the raw materials 
used, making it extremely resource efficient and 
environmentally friendly. 

Intrablock ensures that in the end everybody wins. 
Builders don`t waste time on additional insulation, the 
environment benefits from less energy being wasted 
in the household and ultimately, home owners will 
spend less on heating and cooling resulting in 
reduced electricity bills.

Did You Know

The Country consumes about 180 billion tonnes clay 
bricks exhausting approximately 340 billion tonnes 
of clay every year and about 5000 acres of top soil 
and is made unfertile for a long period.

Manufacturing of One lakh clay Bricks requires 
25.77 Mt.Of Coal thus releasing Harmful affluent to 
ground, water & air.

GO 

GREEN
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