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KERRO PRECISION SCALE
Max:300gm/500g - 1mg
Model No. BL 3003 / BL 5003
(External Automatic Calibration)

Series: P-5B
Readability: 0.001g (1mg) 
Capacity:0-300 gm / 0-500gm
Repeatability: < = 0.002 g 
Linearity: < = 0.005 g 

Outline Dimension (L×W×H): 35×21×36 (350×210×360 mm)

Glass Windshield (L×W×H): 6.7"×7.1"×9.4" (170×180×240 mm) 

Material breakdown: ABS, STAINLESS IRON, ALUMINUM AL

WINDSHIELD Certificate: CE, ISO, ROHS 

1. Pan: Circle 90 mm SST 304
2. Display: Large LCD (white bright backlight) (L×W) 4.7"×2.4" (120×60 mm)
3. Interface: RS232C, Dual Display Port
4. Power: 220V/110V Rechargable Battery
5. Units: g, oz, ct, lb.
6. Functions: Counting, Percentage, Printing, Full Range Tare, Over-Load Protection, Zero
Tracking, Automatic Error Correction & Automatic External Calibration
7. Attachments: English manual, Adapter, Under hook, Dust guard, F1 class calibration weight
8. Value stable time: < = 5 s
9. Other Function:  Printer(dot-matrix printer, thermal printer), under hook

Sales packaging: 1 pc / carton 

Packaging size:  42×32×44cm/box Master

G.W./carton:8Kgs 
N.W./carton:7Kgs

KERRO
Auth. Distributor 

KERRO BL-P5B series, is a synthesis of design, performance and convenience. Thanks to a 
sophisticated software and a high performance load cell, these balances deliver top 
performance at competitive prices.  Equipped with high accuracy German Load cells, with 
an improved experience & high durability, the series is a must have for the use in laboratory, 
research departments, formulation, and quality control & jewelery.
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http://www.kerroscale.com/



