
Proven reliability and 
consistency
The Kodak Trendsetter 800 III 
Platesetter family is our robust 
and proven 8-page CTP offering. 
Compact and reliable, these devices 
provide semiautomatic operation, 
stability, easy maintenance, and 
exceptional imaging at speeds up 
to 42 plates per hour. In addition to 
standard thermal plates, Trendsetter 
800 III Platesetters can output 
processless and chemistry-free plates 
including Kodak Thermal Direct Non 
Process Plates. 

The platesetter includes automation 
options to maximize productivity. 
The ContinuousLoad option 
increases throughput with nonstop 
platemaking. For maximum efficiency, 
the autoloader option (holding up 
to 40 plates) allows the platesetter 
to run unattended and increases 
throughput even further.

Kodak squarespot Imaging 
Technology and process 
control
Included in the Trendsetter 800 
III Quantum Platesetter, Kodak 
squarespot Imaging Technology 
automatically compensates for 
temperature-related plate expansion 
and contraction for precise, consistent 
imaging from plate to plate and 
machine to machine. squarespot 
Technology also enables Kodak 
Staccato Screening for moiré-free 
image fidelity with extraordinary 
tone and color consistency throughout 
the press run. Additionally, the dynamic 
autofocus mechanism provides 
robustness to process variation on the 
plate and solves the problem of hot spots.

Seamless integration with 
Kodak Solutions
The Trendsetter 800 III Platesetter 
family is tightly integrated with 
Kodak Workflow Solutions, Kodak 
Processing Equipment and Kodak 
Plates enabling a complete prepress 
solution. Third-party workflow 
systems are also easily integrated.

Reduce costs and 
environmental damage with 
processless plates
The Trendsetter 800 III Platesetter 
family supports Kodak Thermal 
Direct Non Process Plates and other 
processless plates. These alternative 
plates significantly reduce costs and 
have less environmental impact than 
that of traditional plates.

Protect your investment with 
an easy upgrade path
As your business grows, your 
Trendsetter Platesetter grow with 
you. You can upgrade a Trendsetter 
800 III Platesetter to a Trendsetter 
800 III Quantum Platesetter. Both 
Trendsetter 800 III Platesetter models 
can be upgraded in performance by 
increasing the imaging speed and 
adding the autoloader.

Trendsetter 800 III
Platesetter
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                               Trendsetter 800 III/ Trendsetter 800 III Quantum Platesetter specifications

Trendsetter 800 III Platesetter Trendsetter 800 III Quantum Platesetter
General specifications

Technology 830 nm thermal imaging platesetter, semiautomatic, external drum

Load/unload systems ContinuousLoad

Enhanced semiautomatic loading: as one plate is being imaged, another is placed on standby for automatic 
loading and unloading.

Autoloader

Automated plate loading and unloading of up to 40 plates without slip sheets (0.3 mm)

Performance specifications

Imaging time, based on 
maximum media size of  
1030 mm/40.5 in. plate width 
(depends on media sensitivity) 

S speed: 3.12 min

F speed: 1.92 min

V speed: 1.21 min

X speed: 1.09 min

Throughput S speed: 15 plates per hr

F speed: 22 plates per hr

V speed: 30 plates per hr

X speed: 37 plates per hr

Throughput, with autoloader or 
ContinuousLoad 

S speed: 16 plates per hr

F speed: 24 plates per hr

V speed: 34 plates per hr

X speed: 42 plates per hr with autoloader, 40 plates per hr with ContinuousLoad 

Repeatability -+ 5 microns (10 microns in total) between two plates imaged by the same platesetter (at largest plate size)

Accuracy -+ 20 microns in mainscan and subscan

Registration -+ 25 microns between image and edge (at largest plate size)

Workflow connectivity Kodak Prinergy Evo Workflow System

Kodak Prinergy Workflow System

Connection to third-party workflow systems via Kodak TIFF Downloader

Imaging specifications

Resolution 96 dpmm (2400 dpi)

Screening 200 lpi max linescreen

Optional: 25-micron Kodak Staccato Screening

450 lpi max linescreen

20-micron Staccato Screening

Optional: 10-micron Staccato Screening

Maximum image area,  
around drum x along drum

838 x 1,143 mm (33 x 45 in.)

Maximum image area with 
autoloader or ContinousLoad, 
around drum x along drum

838 x 1,118 mm (33 x 44 in.)

Minimum plate size,  
around drum x along drum

270 x 229 mm (10.6 x 9 in.)

394 x 508 mm (15.5 x 20 in.) for  autoloader/ContinuousLoad in automatic mode

The platesetter is a Class 1 Laser Product
and fully complies with EN60825-1 and US
Federal Regulations 21 CFR 1040.10 - CDRH.


